
278 

29 CFR Ch. XVII (7–1–10 Edition) § 1918.65 

(2) The starting device shall be 
locked out and tagged out in the stop 
position before an attempt is made to 
remove the cause of a jam or overload 
of the conveying medium. 

(l) Safe practices. (1) Only designated 
persons shall operate, repair or service 
powered conveyors. 

(2) The employer shall ensure that 
each employee stays off operating con-
veyors. 

(3) Conveyors shall be operated only 
with all overload devices, guards and 
safety devices in place and operable. 

§ 1918.65 Mechanically powered vehi-
cles used aboard vessels. 

(a) Applicability. This section applies 
to every type of mechanically powered 
vehicle used for material or equipment 
handling aboard a vessel. 

(b) General. (1) Modifications, such as 
adding counterweights that might af-
fect the vehicle’s capacity or safety, 
shall not be done without either the 
manufacturers’ prior written approval 
or the written approval of a registered 
professional engineer experienced with 
the equipment, who has consulted with 
the manufacturer, if available. Capac-
ity, operation and maintenance in-
struction plates, tags or decals shall be 
changed to conform to the equipment 
as modified. 

(2) Rated capacities, with and with-
out removable counterweights, shall 
not be exceeded. Rated capacities shall 
be marked on the vehicle and shall be 
visible to the operator. The vehicle 
weight, with and without a counter-
weight, shall be similarly marked. 

(3) If loads are lifted by two or more 
trucks working in unison, the total 
weight shall not exceed the combined 
safe lifting capacity of all trucks. 

(c) Guards for fork lift trucks. (1) Ex-
cept as noted in paragraph (c)(5) of this 
section, fork lift trucks shall be 
equipped with overhead guards se-
curely attached to the machines. The 
guard shall be of such design and con-
struction as to protect the operator 
from boxes, cartons, packages, bagged 
material, and other similar items of 
cargo that might fall from the load 
being handled or from stowage. 

(2) Overhead guards shall not ob-
struct the operator’s view, and open-
ings in the top of the guard shall not 

exceed six inches (15.24 cm) in one of 
the two directions, width or length. 
Larger openings are permitted if no 
opening allows the smallest unit of 
cargo being handled through the guard. 

(3) Overhead guards shall be built so 
that failure of the vehicle’s mast tilt-
ing mechanism will not displace the 
guard. 

(4) Overhead guards shall be large 
enough to extend over the operator 
during all truck operations, including 
forward tilt. 

(5) An overhead guard may be re-
moved only when it would prevent a 
truck from entering a work space and 
only if the operator is not exposed to 
low overhead obstructions in the work 
space. 

(6) Where necessary to protect the 
operator, fork lift trucks shall be fitted 
with a vertical load backrest extension 
to prevent the load from hitting the 
mast when the mast is positioned at 
maximum backward tilt. For this pur-
pose, a ‘‘load backrest extension’’ 
means a device extending vertically 
from the fork carriage frame to pre-
vent raised loads from falling back-
ward. 

(d) Guards for bulk cargo-moving vehi-
cles. (1) Every crawler type, rider oper-
ated, bulk cargo-moving vehicle shall 
be equipped with an operator’s guard of 
such design and construction as to pro-
tect the operator, when seated, against 
injury from contact with a projecting 
overhead hazard. 

(2) Overhead guards and their attach-
ment points shall be so designed as to 
be able to withstand, without excessive 
deflection, a load applied horizontally 
at the operator’s shoulder level equal 
to the drawbar pull of the machine. 

(3) Overhead guards are not required 
when the vehicle is used in situations 
in which the seated operator cannot 
contact projecting overhead hazards. 

(4) After July 26, 1999, bulk cargo- 
moving vehicles shall be equipped with 
rollover protection of such design and 
construction as to prevent the possi-
bility of the operator being crushed be-
cause of a rollover or upset. 

(e) Approved trucks. (1) ‘‘Approved 
power-operated industrial truck’’ 
means one listed as approved for the 
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intended use or location by a nation-
ally recognized testing laboratory (see 
§ 1910.7 of this chapter). 

(2) Approved power-operated indus-
trial trucks shall bear a label or other 
identification indicating testing lab-
oratory approval. 

(3) When the atmosphere in an area is 
hazardous (see § 1918.2 and § 1918.93), 
only approved power-operated indus-
trial trucks shall be used. 

(f) Maintenance. (1) Mechanically 
powered vehicles shall be maintained 
in safe working order. Safety devices 
shall not be removed or made inoper-
ative except where permitted in this 
section. Vehicles with a fuel system 
leak or any other safety defect shall 
not be operated. 

(2) Braking systems or other mecha-
nisms used for braking shall be oper-
able and in safe condition. 

(3) Replacement parts whose function 
might affect operational safety shall be 
equivalent in strength and performance 
capability to the original parts that 
they replace. 

(4) Repairs to the fuel and ignition 
systems of mechanically powered vehi-
cles that involve fire hazards shall be 
conducted only in locations designated 
as safe for such repairs. 

(5) Batteries on all mechanically 
powered vehicles shall be disconnected 
during repairs to the primary electrical 
system except when power is necessary 
for testing and repair. On vehicles 
equipped with systems capable of stor-
ing residual energy, that energy shall 
be safely discharged before work on the 
primary electrical system begins. 

(6) Only designated persons shall do 
maintenance and repair. 

(g) Parking brakes. All mechanically 
powered vehicles purchased after Janu-
ary 21, 1998, shall be equipped with 
parking brakes. 

(h) Operation. (1) Only stable and 
safely arranged loads within the rated 
capacity of the mechanically powered 
vehicle shall be handled. 

(2) The employer shall require drivers 
to ascend and descend grades slowly. 

(3) If the load obstructs the forward 
view, the employer shall require driv-
ers to travel with the load trailing. 

(4) Steering knobs shall not be used 
unless the vehicle is equipped with 
power steering. 

(5) When mechanically powered vehi-
cles use cargo lifting devices that have 
a means of engagement hidden from 
the operator, a means shall be provided 
to enable the operator to determine 
that the cargo has been engaged. 

(6) No load on a mechanically pow-
ered vehicle shall be suspended or 
swung over any employee. 

(7) When mechanically powered vehi-
cles are used, provisions shall be made 
to ensure that the working surface can 
support the vehicle and load, and that 
hatch covers, truck plates, or other 
temporary surfaces cannot be dislodged 
by movement of the vehicle. 

(8) When mechanically powered vehi-
cles are left unattended, load-engaging 
means shall be fully lowered, controls 
neutralized, brakes set and power shut 
off. Wheels shall be blocked or curbed 
if the vehicle is on an incline. 

(9) When lift trucks or other me-
chanically powered vehicles are being 
operated on open deck-type barges, the 
edges of the barges shall be guarded by 
railings, sideboards, timbers, or other 
means sufficient to prevent vehicles 
from rolling overboard. When such ve-
hicles are operated on covered lighters 
where door openings other than those 
being used are left open, means shall be 
provided to prevent vehicles from roll-
ing overboard through such openings. 

(10) Unauthorized personnel shall not 
ride on mechanically powered vehicles. 
A safe place to ride shall be provided 
when riding is authorized. 

(11) An employee may be elevated by 
fork lift trucks only when a platform is 
secured to the lifting carriage or forks. 
The platform shall meet the following 
requirements: 

(i) The platform shall have a railing 
complying with § 1917.112(c) of this 
chapter. 

(ii) The platform shall have 
toeboards complying with § 1917.112(d) 
of this chapter, if tools or other objects 
could fall on employees below. 

(iii) When the truck has controls ele-
vated with the lifting carriage, means 
shall be provided for employees on the 
platform to shut off power to the vehi-
cle. 

(iv) Employees on the platform shall 
be protected from exposure to moving 
truck parts. 
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(v) The platform floor shall be skid 
resistant. 

(vi) An employee shall be at the 
truck’s controls whenever employees 
are elevated. 

(vii) While an employee is elevated, 
the truck may be moved only to make 
minor adjustments in placement. 

[62 FR 40202, July 25, 1997, as amended at 65 
FR 40945, June 30, 2000] 

§ 1918.66 Cranes and derricks other 
than vessel’s gear. 

(a) General. The following require-
ments shall apply to the use of cranes 
and derricks brought aboard vessels for 
conducting longshoring operations. 
They shall not apply to cranes and der-
ricks forming part of a vessel’s perma-
nent equipment. 

(1) Certification. Cranes and derricks 
shall be certificated in accordance with 
part 1919 of this chapter. 

(2) Posted weight. The crane weight 
shall be posted on all cranes hoisted 
aboard vessels for temporary use. 

(3) Rating chart. All cranes and der-
ricks having ratings that vary with 
boom length, radius (outreach) or other 
variables shall have a durable rating 
chart visible to the operator, covering 
the complete range of the manufactur-
ers’ (or design) capacity ratings. The 
rating chart shall include all operating 
radii (outreach) for all permissible 
boom lengths and jib lengths, as appli-
cable, with and without outriggers, and 
alternate ratings for optional equip-
ment affecting such ratings. Pre-
cautions or warnings specified by the 
owner or manufacturer shall be in-
cluded along with the chart. 

(4) Rated loads. The manufacturers’ 
(or design) rated loads for the condi-
tions of use shall not be exceeded. 

(5) Change of rated loads. Designated 
working loads shall not be increased 
beyond the manufacturers’ ratings or 
original design limitations unless such 
increase receives the manufacturers’ 
approval. When the manufacturers’ 
services are not available or where the 
equipment is of foreign manufacture, 
engineering design analysis shall be 
done or approved by a person accred-
ited for certificating the equipment 
under part 1919 of this chapter. Engi-
neering design analysis shall be done 
by a registered professional engineer 

competent in the field of cranes and 
derricks. Any structural changes re-
quired by the change in rating shall be 
carried out. 

(6) Radius indicator. When the rated 
load varies with the boom radius, the 
crane or derrick shall be fitted with a 
boom angle or radius indicator visible 
to the operator. 

(7) Operator’s station. The cab, con-
trols and mechanism of the equipment 
shall be so arranged that the operator 
has a clear view of the load or signal-
man, when one is used. Cab glass, when 
used, shall be safety plate glass or 
equivalent. Cranes with missing, bro-
ken, cracked, scratched, or dirty glass 
(or equivalent), that impairs operator 
vision shall not be used. Clothing, 
tools, and equipment shall be stored so 
as not to interfere with access, oper-
ation, and the operator’s view. 

(8) Counterweights or ballast. Cranes 
shall be operated only with the speci-
fied type and amount of ballast or 
counterweights. Ballast or counter-
weights shall be located and secured 
only as provided in the manufacturers’ 
or design specifications, which shall be 
available for inspection. 

(9) Outriggers. Outriggers shall be 
used according to the manufacturers’ 
specifications or design data, which 
shall be available for inspection. 
Floats, when used, shall be securely at-
tached to the outriggers. Wood blocks 
or other support shall be of sufficient 
size to support the outrigger, free of 
defects that may affect safety, and of 
sufficient width and length to prevent 
the crane from shifting or toppling 
under load. 

(10) Exhaust gases. Engine exhaust 
gases shall be discharged away from 
crane operating personnel. 

(11) Electrical/Guarding. Electrical 
equipment shall be so placed or en-
closed that live parts will not be ex-
posed to accidental contact. Des-
ignated persons may work on energized 
equipment only if necessary during in-
spection, maintenance, or repair; oth-
erwise the equipment shall be stopped 
and its power source locked out and 
tagged out. 

(12) Fire extinguisher. (i) At least one 
portable approved or listed fire extin-
guisher of at least a 5-B:C rating or 
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